
THE NEW LS-P5

ALL-IN-ONE 
HIGH-RES AUDIO

The OM SYSTEM LS-P5 Linear PCM Recorder is an ideal 
companion as a stand-alone recorder or a camera video 
accessory. The LS-P5 offers professional filmmakers, 
YouTube enthusiasts, musicians, students, and journalists 
the sound quality and versatility that the LS Series of audio 
recorders is renowned for.

Additional Features:
• TRESMIC II Directional Control
• 96 kHz/24-bit, Linear PCM Recording Quality
• Bluetooth® Enabled
• 125dB SPL Directional Microphones
• Intelligent Auto, Manual and Smart Recording Modes

• Small Size - Big Sound
• 16GB Built in Memory (+ MicroSD)
• Up to 37 Hours Battery Life
• Microphone and Headphone Connection
• Tripod Mount

FEATURES

Versatility: One device. Countless users.Next Generation Sound Quality: Sound with Big Impact. Made possible by the new and unique microphone system

Size & Connectivity: A body that doesn’t weigh you down. No matter how you record, you need the right connections.

Bluetooth Monitoring & Control: Capture audio from a distance, untethered by cables. An Audio System: Not just a recorder. An ecosystem for audio capture.



To learn more about Olympus & OM SYSTEM products, 
please visit getolympus.com.

*Specifications and appearances are subject to change without any notice 
or obligation on the part of the manufacturer. *The colors of products printed 
herein may differ from those of the actual products. *All other company and 
product names are registered trademarks and/or trademarks of their respective 
owners. *The date herein is as of August 2022. © 2022 OM Digital Solutions

MICROPHONE 3 Directional Microphones (Tresmic II)

MAX SOUND PRESSURE LEVEL 125dBspl (1% distortion) 

RECORDING/PLAYBACK FORMATS PCM / MP3 / FLAC

INTERNAL MEMORY 16GB (+microSDHC/microSDXC external)

SIGNAL TO NOISE RATIO
Line input 92dB
Built-in Microphone (stereo)  57dB
Built-in Microphone (center)  60dB

SPEAKER 18mm

MAXIMUM SPEAKER OUTPUT 230mW

INPUT JACK φ3.5mm×1 (MIC/Line in)

EARPHONES JACK φ3.5mm×1 (EAR)

MAXIMUM HEADPHONE OUTPUT 3mW+3mW

INTERNAL BATTERY CHARGE Yes

TRIPOD CONNECTION Yes

USB USB2.0 microB

COMPATIBLE BLUETOOTH VERSION AND PROFILE Ver.5.0, A2DP, AVRCP

SMARTPHONE APP. AVAILABILITY Android/iOS
REC/REC PAUSE/STOP/INDEX/Recording level/File name edit/Wave form display/various settings

DIMENSIONS  (W X H X D) 39.6 x 112.2 x 16.1 mm/1.55 x 4.41 x .63 in

WEIGHT 78g/.17lbs (including battery) 

BOX CONTENTS USB cable (A-microB) 
2 Ni-MH batteries

ADDITIONAL FEATURES & FUNCTIONS

Over Dubbing, SMART mode, Auto Sensitivity Adjustment, Manual Recording Level setting, 
Recording level setting (external microphone), Limiter (music/voice), Voice chaser 
(Intelligent auto), Pre-recording function, VCVA, Recording monitor ON/OFF, 
Low Cut Noise Reduction Filter,  2-mic noise canceling, Bright Sound, Zoom Microphone, 
Mic Select, 9 Recording Scenes

SPECIFICATIONS LS-P5


